
Single button audio door entry system with call repeaters 9 Way 1D_9H1ET

12v ac
FAIL

LOCKED

##

20000330

These connections
should be made at
the door entry panel
or in the riser.

Common
wires Cable requirements :

Make connections as per diagram in order to
avoid interference.

Wire Distance (m)

Ref Function 50 100 200 300

1 Loudspeaker 0.3 0.5 0.8 1.6
2 Microphone 0.3 0.5 0.8 1.6
6 Common -ve 0.5 0.8 1.0 1.6
9 Lock release 0.3 0.5 0.8 1.6
11 Call buzzer 0.3 0.5 0.8 1.6

Cross sectional area of conductors mm2

Brown / White

White / Blue

White / Orange

Blue / White

Green / White

White / Green

White / Blue

White / Orange

Use CW1308 cable - 4 twisted pairs minimum

White / Green

Egress Button
or any (volt free) normally open input.
eg. from keypad (NO & CO)

White / Green

White / Blue

White / Orange

Brown / White

Orange / White

Use CW1308 cable - 4 twisted pairs minimum

Use CW1308 cable - 4 twisted pairs minimum

Call wire

These connections
should be made at
the door entry panel
or in the riser.

These connections
should be made at
the door entry panel
or in the riser.
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White / Blue

White / Orange
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Locking Device Options

For ALL 12v dc locks connect
wire ## between “lock’ & DC.

For FAIL LOCKED use NO
For FAIL UNLOCKED use NC

12v dc FAIL UNLOCKED 12v dc FAIL LOCKED

9007 DC
9007 NC

9007 DC
9007 NO

White / Blue

White / Orange

Blue / White

Green / White

Orange / White

White / Green

Write the colour code used for the call wires here 
SRS recommend that you leave this diagram on site

Mains

C
AC

0
DC

Z

9
CO
NC
NO

Set lock relase
open time at PSU

9007
Power
Supply

TR2
TR1
9
8
7
6
5
4
3
2
1
COM

Call buttons

Trade
button
if fitted

C +
~

-~ +
6

1 2

Speaker Unit

ALWAYS FIT THE LOCK
SUPPRESSOR (suppl ied

with 9007)

CO
NO

5200
Time clock

If trade button fitted.
Power connections
omitted for clarity



Single button audio door entry system with call repeaters 9 Way 1D_9H1ET

20000330

These connections
should be made at
the door entry panel
or in the riser.

Common
wires

Common
wires
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relay
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The Call Time should
be set fully anti-clockwise

New Call Wire
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