
Tone Call
Buzzer Call
Speaker
Microphone
Lock Release
Common

Telephone
AN7320

C7
11

1
2
9
6

Au
Au
Q1
Q1

~

White / Blue

White / Orange

Blue / White

Green / White

Orange / White

White / Green

C7
1
2
9
6
8
3
X
Y

Tone Call
Speaker
Microphone
Lock Release
Common
Door Monitor
Privacy

Telephone
AN7577
Special phone has 2 extra connections

White / Brown

Brown / White

White / Blue

White / Orange

Blue / White

Green / White

Orange / White

White / Green

U
se C

W
1308 cable - 4 tw

isted pairs m
inim

um
 - 100m

 m
ax

U
se C

W
1308 cable - 4 tw

isted pairs m
inim

um
 - 100m

 m
ax

Two entrance audio door entry system 1D nH2E 9007 5141

981230

Notes :

When current is drawn from PS (entrance
1 or 2) the relay will latch to the calling
entrance for approx. 20 seconds or the
duration of the call (whichever is longer).
 The other entrance, if called, will give
an engaged tone.

Site the power supply (9007) close to the
relay (9432).

Make connections as per diagram in
order to avoid interference.
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ALWAYS FIT A LOCK SUPPRESSORALWAYS FIT A LOCK SUPPRESSOR
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Common -ve
LED for Entrance B
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AN7346L2

This LED module indicates which
entrance is connected.
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Locking Device Options

For ALL 12v dc locks move link
## between “lock’ & DC.

For FAIL LOCKED use NO
For FAIL UNLOCKED use NC

12v dc FAIL UNLOCKED 12v dc FAIL LOCKED

PSU DC
9432 NC

PSU DC
9432 NO

N/O monitor switch N/O monitor switch

Purple
Orange
Yellow
Black
Pink

XA XB

NO C
5200M

Time Clock
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